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37341145.000 Secondary Burner Housing Kit Service Instructions

SAFETY INSTRUCTIONS

This manual has safety information and instruc-
tions to help users eliminate or reduce the risk
of accidents and injuries.

RECOGNIZE SAFETY INFORMATION

This is the safety-alert symbol. When you see
this symbol in this manual, be alert to the poten-
tial for personal injury.

Follow recommended precautions and safe op-
erating instructions.

UNDERSTAND SIGNAL WORDS

A signal word, WARNING OR CAUTION is used
with the safety-alert symbol. They give the level
of risk for potential injury.

R Mvdl Indicates a potentially hazard-
ous situation which, if not avoided, could result
in death or serious injury.

: Indicates a potentially hazard-
ous situation which, if not avoided, may result in
minor or moderaie injury.

When used without the safety
alert symbol indicates, a potentially hazardous
situation which, if not avoided, may result in
property damage.

Read and follow all safety information and in-
structions.

GENERAL INSTRUCTIONS

These instructions must be read and under-
stood before installation of this kit. This kit
must be installed by a Dometic Service Cen-
ter or a qualified service technician. Modifi-
cation of this product can be extremely haz-
ardous and could result in personal injury or
property damage.

TOOLS & SUPPLIES REQUIRED

Small Slot Screwdriver
Pop Rivet Gun

Cordless Drill

Open End Wrenches
Wire Nut for 12-16 AWG

Leak Detection Solution
#2 Phillips Screwdriver
Long Needle Nose Pliers
#2 Phillips Long Bit
Sheet Metal Shears

6" Plastic Tie wrap

Before starting installation of this kit, you must turn
off the LP gas supply at the tank, remove the 120 VAC
refrigerator power cord from the wall receptacie, and
disconnect the 12 VDC supply line at the source.

Personal injury hazard. Turn off LP gas sup-
ply at tank. Unplug 120 VAC refrigerator
power cord from wall receptacle. Disconnect
12 VDC supply line at the source. Failure to
heed this warning may cause severe person-
al injury or property damage.




3311145 000 Secondary Burner Housing Kit Service Instructions

CONTENTS OF KIT
Before beginning Installation verify all items are
enclosed.

1

1. Protection Plate, Back 1PCS
2. Botiom Plate 1PCS
3. Holder (Thermal Fuse) 1PCS
4. Cover (Heating element) 1 PCS
5. Boiler Cover 1PCS
6. Rear Cover 1 PCS
7. Thermo Disc 1 PCS
8. Pop Rivet 2 PCS
9. Drill Bit 1PCS
10. Screw, #8 x 18 x 1/2" 2PCS
11. Screw, #8 x 18 x 3/8" 4 PCS
12. Wire, Complete 1PCS
13. Thermal Fuse (Wire) 1PCS
14, Service Instructions 1 PCS
15. Wiring Diagram 3311211.000 1 PCS

Wiring Diagram 3311221.000 1 PCS
16. Screw, #8 x 1-3/8" 2PCS
17. Warranty Card (not shown) 1 PCS

INSTALLATION INSTRUCTIONS

This step-by-step instruction describes how to
install the Secondary Burner Housing Assembly
consisting of a protection plate, bottom piate,
boiler cover, rear cover, holder for thermal fuse,
and cover for the heating element. Furthermore,
it explains how to install the thermo disc and
how to connect the thermal fuse and wire on
units operating on LP gas and 120 VAC energy
sources. These units are called 2-Way refrigera-
tors.

Depending on how the refrigerator’s ventilation
grille is mounted, this Service Kit may be in-
stalled with the burner and burner cover in place.
However, sometimes this is not possible and
may require the removal of the burner and its
cover in order to insert the bottom plate. These
instructions explain how to go about removing
and reinstalling the burner as well as necessary
related tasks.

Note: If you find that this information is not ap-
plicable to you, please skip those steps includ-
ing steps describing the loosening/tightening of
the LP gas connection and performing leak de-
tection.

During disassembly, do not discard any of the

removed screws. These will be used when
reinstalling the different parts.
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